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usual methods  to  increase  the amount of β‐phase are by electrically poling a stretched 

























































PVDF  (MW  ~534,000  g∙mol−1),  Zn(NO3)2∙6H2O,  Cu(NO3)2∙2.5H2O,  Ni(NO3)2∙6H2O, 
Co(NO3)2∙6H2O,  Fe(NO3)3∙9H2O,  and  Cr(NO3)3∙9H2O, were  purchased  from  Sigma Al‐
drich. Analytical  grade N,N‐dimethylformamide  (DMF)  and  acetone were  purchased 
from Fisher Scientific and used without any further purification. 
Glass slides were used as the substrate to deposit the polymer layer using dip coat‐
ing. Before use,  all  the glass  slides were  cleaned by  sonicating  for  15 min  in  ethanol, 
washed 3 times with distilled water, and finally sonicated again for 15 min with distilled 
water. The cleaned glass slides were dried with N2 gas. A solvent mixture was prepared 














































hydrates,  there were a number of significant changes  in  the  IR spectrum,  indicative of 







































Zn2+/PVDF  5.8  4.05  4.80  0.70  0.31  −114 
Cu2+/PVDF  2.8  3.91  4.90  0.67  0.48  −24 
Ni2+/PVDF  5.3  4.17  3.44  0.67  0.23  −170 
Co2+/PVDF  5.7  4.07  4.60  0.69  0.32  −157 
Fe3+/PVDF  8.4  4.14  3.21  0.69  0.30  +66 
Cr3+/PVDF  8.2  4.14  4.44  0.69  0.47  −16 








partially  positive  hydrogen  atoms  on  the  polymer  backbone  are  not  involved  in  any 
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Zn(NO3)2∙5.8H2O.  (B)  Cu2+/PVDF  and  Cu(NO3)2∙2.8H2O.  (C)  Ni2+/PVDF  and  Ni(NO3)2∙5.3H2O.  (D)  Co2+/PVDF  and 
Co(NO3)2∙5.7H2O. (E) Fe3+/PVDF and Fe(NO3)3∙8.4H2O. (F) Cr3+/PVDF and Cr(NO3)3∙8.2H2O. 
Based on  the multiple steps observed  in  the TGA data,  the  following sequence of 
reactions for the pure metal hydrates is proposed: 




































onset of  the  intermediate product. The XRD measurements  for  these  intermediates are 
shown  in Figure S5. For  the zinc, copper, and nickel salts,  there was clear evidence of 





































Figures  S6  and  S7  show  the  XRD measurements  of metal‐doped  PVDF  samples 
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